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Load capacity (Kg)
Load capacity with load bed (Kg)
Hooper capacities (l)

Engine        

Fuel capacity (l)    
Transmission

 

3500
3000
1500
1800

VOLKSWAGEN
2,0 TDI EURO 5

75 - 102 (3000 rpm)
4

Liquid
Diesel

85
2 hydrostatic gear and
2 gear speed-reducer

Limited to 40 / Optional 62 Km/h available in certain countries
4x2 

4x4 disconnectable with FullGrip®

Gradient negotiable 
Brakes

Steering
Suspension

Attack                  

Weight (Kg)                  

Hydraulic delivery

Hydraulic power circuits

38%
Hydraulic pump with servo brake, 

discs on front wheels and drum on rear wheels 
Optional ABS+EDB (Standard for 62 km/h)

Negative parking brake, hydraulically released
Hydraulically power-assisted steering

Front suspension helicoidal spring & hydraulic damper
Rear suspension parabolic leaf spring & Hydraulic damper

26º
62º

3170 - 4205 (1825-2400 front axle ; 1470-1805 rear axle) 
6400 (2650 front axle ; 3750 rear axle)

Service pump 1 (47 l/min); Service pump 2 (35 l/min); 
Steering pump (15 l/min)

4 front and 2 rear:  Max. flow 47 l/min; Max pressure 230 
(p.1) / 180 (p.2) bar @ 2.200 rpm

Levelled
Heaped
Make
Type
Power (Kw - Cv)
N. of Cylinders
Cooling
Fuel
Fuel

Groud speed (Km/h)
Traction

(with full load)
Service

Parking

Obstruction angle                                           
Departure angle
Unloaded weight *                             
Gross weight

Closed cabin with heating
Electronic boost of rpm engine
Doors with panning visibility 
Heated rear mirrors elect. adjustable
Driver seat with pneumatic suspension
Passenger seat with mechanic suspension

Rotating beacon with telescopic support of 450 mm
Wiring for transceiver set
Radio 
Approved lighting system
Beacons elect. adjustable 
Wheel wrench

Front plate for attachments
Semi-chassis “LINKSystem®” for quick coupling 

and removal of optional attachments
Tipping body

Service pump 1 (60 l/min); S. P2 (14 l/min); Service 
pump 3 (46 l/min-15 l/min used by hydraulic steering) 

Hyd. circuits: 5 front and 3 rear:  Max. flow 60 l/min; 
Max pressure 230 p.1) / 180 (p.2) bar @ 2.200 rpm

ABS + EBD and load sensitive device to adjust 
braking force. (standard for 62 Km/h)

Air conditioning / Spare wheel  
Towing hitch ball (50 mm) with electric socket

Towing hitch “Rockinger” with electric socket
All terrain, multipurpose or wide tyres option
Passenger seat with pneumatic suspension

4x2 rear locking differential 

Salt spreader capacity
Snow-blade 
Snow-blade tytpe V
Snow sweeper broom
Front and lateral reach arm brush-cutter
Aerial working man-lift platform MOVEX
Steel and removable tank 
Hydraulic articulated crane equipment
Water pressure cleaning unit 1
Water pressure cleaning unit 2
Three-way hydraulic tipping body
Cabin protection extension
Extension mesh in tipping body

Hydraulic powered with easy removable system. Capacity: 1.4 m3
Width 2.000 mm with hydraulic swivel
Width 2.400 mm with hydraulic regulation
width 2.000 mm
reaching distance up to 3.5 m with rear and removable counterweight (included Front suspension)
Working height 15,3 m; load capacity 200kg./2 persons; included hydraulic cylinders jacks
For suction and transport sluge and septic tank emptying .
With manual controls / With radio control commands / with homologated aerial work platform  
Plastic tank. Removable. Capacity 2.000 l. Spraying bar width 2.000 mm
Aluminium tank. Removable. Capacity 2.200 l. Telescopic spraying bar. Bar spraying width upto 2.500 mm.
With fold-down and removable sides & tailgate 2.640 x 1.600 x 300 mm
In tipping body 300 mm height
(3 sides 400 mm; height) and support on top of cabin for long loads

* Load or dimension data may change due to optional equipment
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STANDARD EQUIPMENT

OPTIONAL EQUIPMENT

ADITIONAL ACCESSORIES

TECHNICAL SPECIFICATIONS
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